ANTI EFFLORESCENCE

EN

REV 10/2017

WATER-BASED,
PRE-LAYING ISOLATING
PROTECTIVE LAYER

WHERE TO APPLY IT
MARBLE
GRANITE
NATURAL STONES

It protects the porous and absorbent surface against the rise of
ferrous salts and other contaminants, such as staining elements that
may result from the back of the tile.
WATER BASE

COTTO
	AGGLOMERATIONS
not protected and not
resin-coated on the back

ALKALINE

TECHNICAL CHARACTERISTICS
The product is a water-based, alkaline ready to use.

PLUS / ADVANTAGES
PREVENTS THE FORMATION
OF HALOS AND STAINS
INSIDE THE MATERIAL,
WHICH ARE THEN VISIBLE
ON THE SURFACE

HOW TO APPLY IT

UNTREATED

DEFINITIVE TREATMENT

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Can be applied using a wax
spreader fleece.

Use a cloth or fleece mop.

Mode

Using a cloth, the product is
distributed manually, using
protective gloves. It is possible to
use a fleece mop.

Apply pure, on clean dry surface on
the back of the tile and on the 4 edges.
Application by airless pump and with
brush or paintbrush along the coasts.
Allow to dry after applying for 24
hours. It is an irreversible treatment

TECHNICAL DATA

Mode

Density at 25 °C gr/cm3

1,032

Appearance

white
liquid

Stability in stock

2 years
13

pH 13, alkaline

YIELD/DILUTION

TREATED

Product to be used as such, pure.
1L of product

Untreated

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Anti-efflorescence is a strongly alkaline
product not to be applied on glossy
surfaces, because it would damage them.
It can change the aspect of some plastic
materials and alkali sensitive surfaces. Keep
out of reach of children. Avoid contact
with skin and eyes. Do not mix with other
substances: If the surface is treated for the
first time it is advisable to assess the effect
and the adherence of the tile on a sample
or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the pots.

HOW TO STORE IT

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

20-30 m2

ROUGH STONE

20-40 m2

COMPACT MARBLE
AND GRANITE

40-50 m2

CONCRETE SQUARES

25-50 m2

Treated

PACKAGING

Under normal conditions of use, the
product stored properly away from
heat, moisture and direct sunlight
is guaranteed 24 months Close the
packaging carefully after use.

COTTO

Tenax is AEO certified at the
Customs Agency.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

Scans to
access
multimedia
contributions
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PROTACTIVE
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FILM-FORMING PRODUCT
FOR PROTECTING SURFACE
FROM BUILDING SITE DIRT

WHERE TO APPLY IT
MARBLE
GRANITE
NATURAL STONES
CERAMICS

Aqueous solution, fluid in application, where several film-forming
polymers are present. Dry in the open air and the final film has
elasticity, mechanical and chemical resistance.

AGGLOMERATIONS

WATER BASE

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

The product is a water-based and ready to use.

THE PRODUCT IS EASILY
REMOVABLE AS FILM
ODOURLESS AND
NON-TOXIC, THEREFORE
SUITABLE INDOORS AND
WITHOUT RISK FOR THE
END USER

HOW TO APPLY IT
PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Apply by means of brush or
spatula.

Apply by brush or brush.

Mode

Apply by brush or paintbrush.

TECHNICAL DATA

Mode

YIELD/DILUTION

LEGISLATION

1-5 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
tile on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

Yellow

1 kg per 2-3 square meters

WARNINGS

Tenax is Iso
9001:2008 certified.

Colour

pH 7, neutral

PACKAGING
HOW TO STORE IT

1

7

Apply by means of a spatula or a
paintbrush in a new thickness of
not less than 1 mm. The product is
self-levelling and can be painted
over for successive thicknesses.
Allow to dry, making sure to
provide adequate ventilation in
the environments in which the
product has been applied. Drying
times: dry times vary depending
on the temperature and the
degree of the environmental
humidity (average about 8 hours
at temperatures between +15 and
+25° C). To remove, starting from
one end of the film, apply light
force until it fully detaches from
the support.

Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Density at 25 °C gr/cm3

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.
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CEMENT REMOVER

EN

REV 10/2017

ACID
DESCALING
DETERGENT

WHERE TO APPLY IT
COTTO
	CLINKER GRES
porcelain

Descaling detergent that removes dirt from the building site such
as joint residues, rust, traces of wall paintings, mineral deposits,
saltpetre. Having marked detergent features, it allows to obtain
excellent results in the presence of greasy dirt.
WATER BASE

	STONES
acid resistant
GLAZED CERAMIC
	CEMENT*
see application modes

EXTRAORDINARY
MAINTENANCE

ACID

TECHNICAL CHARACTERISTICS
The product is pleasantly scented and coloured. Concentrated product to
be diluted in water. Does not contain hydrochloric acid.

PLUS / ADVANTAGES
DOES NOT CONTAIN

HOW TO APPLY IT

HYDROCHLORIC ACID

PROFESSIONAL USE
Tools
Can be applied by using a
cleaning machine (single brush or
scrubber).

BEFORE

Mode
before starting work, it is advisable
to protect anything that may be
damaged by acid splashes. Remove
coarse dirt from the surface that
may be present. If the surface is
very absorbent, it should be well
moistened with water, before
starting work. Apply the diluted
product on the surface, using a
single brush and proceed in strips;
leave it on for at least 2-3 minutes,
depending on the layer of dirt to
be removed; After a maximum of
30 minutes, rinse with water. In
case of very resistant dirt repeat
the treatment in the same way.
For small surfaces, it can also be
applied with a sponge and brush,
instead of the cleaning machine
(single brush or scrubber).

AFTER

Cement*: the surface is very
sensitive to acids, always work
on surface saturated with water.
then depending on the porosity of
cement and limestone layer to be
removed, carefully consider the
product concentration and contact
time.
NON-PROFESSIONAL USE

DOES NOT ATTACK CEMENT
JOINTS
DOES NOT EMIT
CORROSIVE FUMES FOR
METALS
IDEAL FOR INDOOR

YIELD/DILUTION

Tools

1 litre of product with 1:5 dilution
(200 g in 1 litre of water)

Use a cloth or fleece.

COTTO

25 m2

Mode

PORCELAIN GRES

50-60 m2

ROUGH STONE

20-40 m2

COMPACT GRANITE

40-50 m2

CONCRETE SQUARES

25-50 m2

Using a cloth, the acid solution is
distributed manually, with a fleece,
proceed backwards towards the
exit of the room subjected to the
maintenance.

1 litre of product with 1:10 dilution

TECHNICAL DATA

ROUGH NATURAL STONE

Appearance

liquid

Colour

red

Smell

scented

Specific weight

1,140 gr/ml

30-40 m2

For light dirt on:
Stainless steel dilution 1:30 1:100
For light dirt on:
Granito, Cotto and Klinker: dilution 1:15 1:30
(30/60 g in 1 litre of water)

2
pH 2, acid

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
tile on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

Scans to
access
multimedia
contributions
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STRONG ACID
DESCALING
DETERGENT

WHERE TO APPLY IT
COTTO
CLINKER
PORCELAIN GRES

Concentrated detergent, suitable for the removal of dirt from the
building site such as joint residues, rust, traces of wall paintings,
mineral deposits and saltpetre, having marked detergent features it
allows to obtain excellent results in the presence of greasy dirt.
WATER BASE

ACID

GLAZED CERAMIC
	STONES
acid resistant
	CEMENT*
see application modes

EXTRAORDINARY
MAINTENANCE

TECHNICAL CHARACTERISTICS
The product is scented and red coloured. Concentrated product to be
diluted in water.

PLUS / ADVANTAGES
ACTS QUICKLY AND
EFFECTIVELY ON
INORGANIC TENACIOUS
DIRTY

HOW TO APPLY IT

BEFORE

IT IS ALSO A PRODUCT OF

PROFESSIONAL USE
Tools
Can be applied using a wax
spreader fleece.
Mode
Before starting work, it is
advisable to protect anything
that may be damaged by acid
splashes. Remove coarse dirt from
the surface that may be present.
If the surface is very absorbent,
it should be well moistened with
water, before starting work. Apply
the diluted product on the surface,
using a single brush machine and
proceed in strips; leave it on for at
least 2-3 minutes, depending on
the layer of dirt to be removed;
After a maximum of 30 minutes,
rinse with water. In case of very
resistant dirt repeat the treatment
in the same way. For small
surfaces, it can also be applied
with a sponge and paintbrush,

AFTER

instead of the cleaning machine
(single brush or scrubber).
Cement*: the surface is very
sensitive to acids, always work
on surface saturated with water.
Then depending on the porosity
of cement and limestone layer to
be removed, carefully consider the
product concentration and contact
time.

Appearance

clear
liquid

Colour

Red

YIELD/DILUTION

Thorough cleaning and descaling:
from 1:20 to 1:10 (50-100 g in 1 litre of water).

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
tile on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

Tenax is AEO certified at the
Customs Agency.

1.1

Daily cleaning and descaling:
from 1:30 to 1:100 (10-30 g in 1 litre of water).

1-5-10-20-200 litres.

Tenax is an ordinary member of the
Green Building Council Italy.

Density at 25 °C gr/cm3

1,5

LEGISLATION

Tenax is Iso
9001:2008 certified.

RUST
IDEAL FOR OUTDOOR

pH 1.5, acid

WARNINGS

HOW TO STORE IT

NO RESIDUE
GREAT FOR REMOVING

TECHNICAL DATA

PACKAGING

Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

EASY RINSING AND LEAVES

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.
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ALKALINE
DEGREASING
LIQUID DETERGENT

WHERE TO APPLY IT
PORCELAIN GRES
	STONE
not glossy

It is used for the extraordinary maintenance of very dirty surfaces
to remove organic dirt. It is also suggested for the removal of dirt
from construction site on acid-sensitive surfaces, such as not glossy
marble, limestone and calcareous stones.

GLAZED CERAMIC
KLINKER
	COTTO
CEMENT
PVC

WATER BASE

ORDINARY AND EXTRAORDINARY MAINTENANCE

ALKALINE

GRANITE
	MARBLE
not glossy

TECHNICAL CHARACTERISTICS
The product is orange. Concentrated product to be diluted in water.

PLUS / ADVANTAGES
REMOVES SYNTHETIC

HOW TO APPLY IT

BEFORE

DIRTINESS (BEESWAX,
NON-PROFESSIONAL USE

Tools

Tools

REMOVES GREASY

Can be applied using a brush
and a single brush machine or
pressure washer.

Apply with brush and cloth.

DIRT (OIL, ANIMAL AND

Mode

VEGETABLE FATS, SOAP,

See professional method.

NAFTA)

Mode
Apply the solution on the floor,
leave on for a few seconds, then
use a single brush machine or
manually a brush for removing
and scrubbing the dirt and
then rinse at the end. Before
proceeding with an extensive
application, always test in a
hidden corner the effective
resistance of the material to the
cleaning product. The product
may damage the aluminium and
painted surfaces.

AFTER

PAINT, VARNISH, TAR,

PROFESSIONAL USE

SYNTHETIC OILS AND INK)

TECHNICAL DATA
Density at 25 °C gr/cm3

1.1

Appearance

clear
liquid

Colour

orange
11,5

pH 11,5, alkaline

YIELD/DILUTION
Use it diluted with water in the ratio
from 1:20 to 1:100, increasing the dose
in case of oil and particularly resistant
grease.

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
tile on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

Scans to
access
multimedia
contributions
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STRONG ALKALINE
STAIN REMOVING
DETERSOLVENT

WHERE TO APPLY IT
PORCELAIN GRES
	STONE
not glossy
GLAZED CERAMIC

Strong alkaline detergent and stain remover specifically for
removing stains, black halos, dirt and grease

WATER BASE

KLINKER
COTTO

ORDINARY AND EXTRAORDINARY MAINTENANCE

ALKALINE

CEMENT
PVC
GRANITE

TECHNICAL CHARACTERISTICS

	MARBLE
not glossy

The product is pleasantly scented and coloured. Concentrated product to
be diluted in water as detergent/wax remover. Used also as stain remover
on porcelain stone ware.

HOW TO APPLY IT

BEFORE

AFTER

	CEMENT AGGLOMERATION
not glossy

PLUS / ADVANTAGES

PROFESSIONAL USE

NON-PROFESSIONAL USE

REMOVES THE MOST

Tools

Tools

TENACIOUS ORGANIC DIRT

Single brush machine and small
brush or a paintbrush, wet vacuum.

Small brush
or paintbrush.

REMOVES RESIDUES

Mode

Mode

OF EPOXY RESINS

Detergency: Dilute in water. Apply
the solution on the support to clean,
leave on 5-10 minutes and intervene
with a single brush machine and
scrubbing brush, remove the residues
with wet vacuum cleaner. In the end
rinse the surface.
As stain remover on porcelain
stoneware: Apply the product pure
with a small brush or a paintbrush,
leave on for 10-20 minutes and then
rinse with water. For stubborn dirt
we recommend to cover the stain
with a plastic sheet and leave on the
product for several hours on epoxy
residues.

See professional use without a single
brush machine and wet vacuum. In
order to remove the epoxy residues
put the product pure on the residus
and let it work for 10 minutes.
Intervene with a mechanical action in
order to scrub the residus. Rinse at
the end.

REMOVES WAXES

QUICKLY AND PIGMENTS

USED PURE REMOVE STAINS
FROM PORCELAIN TILE
REMOVES RUBBER MARKS
REMOVES EPOXY RESIDUES

TECHNICAL DATA
Density at 25 °C gr/ml

1.020

Appearance

thick
liquid

Colour

light
yellow
10

YIELD/DILUTION
Detergency: dilution 1:10-1:20 for the
maintenance of significant dirts
Dilution 1:5 for the stubbornest dirts
Stain remover: pure

pH 10, alkaline

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Do not use pure on porous surfaces. Do
not use as a detergent for waxed and
glossy surfaces.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.
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BRAVO FLOORS
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NEUTRAL DETERGENT
FOR THE CLEANING
OF ALL FLOORS

WHERE TO APPLY IT
	ALL WASHABLE
SURFACES

Its special formula allows to clean by dissolving greases and
preserving surfaces unaltered. Also gives the environment a pleasant
scent note.

PLUS / ADVANTAGES
ORDINARY
MAINTENANCE

WATER BASE

GREAT FOR ROUTINE
CLEANING OF ALL KINDS OF
SURFACES

TECHNICAL CHARACTERISTICS
The product is pleasantly scented and coloured. Concentrated product to
be diluted in water.

RESPECTS THE NATURE OF SURFACES, ALSO THE WAXED ONES
IDEAL FOR POST-LAYING
CLEANING OF POLISHED
MARBLE AND MATERIALS
SENSITIVE TO STRONG
DETERGENTS

HOW TO APPLY IT

BEFORE

IT CAN BE USED BOTH FOR
NON-PROFESSIONAL USE

Tools

Tools

DRIER MACHINES

Single brush machine, wet
vacuum, scrubbing brush,
scrubber-drier.

Cloth, scrubbing brush, wax
spreader

PROLONGED DEODORANT

Mode

Ordinary maintenance: use the
cloth, scrubbing brush or a wax
spreader Does not require rinsing.

Ordinary maintenance: dilute the
product in water and use the
washer-drier for large areas or
a cloth and scrubbing brush for
smaller surfaces, does not require
rinsing. Post-laying washing or
significant dirts, use the single
brush machine and rinse with
a wet vacuum the residues and
finally rinse.

AFTER

MANUAL WASHING, AND

PROFESSIONAL USE

Mode

CLEANING WITH SCRUBBER-

ACTION

TECHNICAL DATA
Density at 25 °C gr/cm3

1

Appearance

clear
liquid

Colour

Yellow
7

pH 7, neutral

YIELD/DILUTION
Use diluted in water
Ordinary maintenance 1:200
Post-laying washing and intense dirts
1:20 to 1:50 increase the dose in case of
greasy dirt

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances:

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

Scans to
access
multimedia
contributions
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SOLVENT BASED
WATER
REPELLENT

WHERE TO APPLY IT
COTTO
NATURAL STONES
CEMENT

Provides excellent water repellency, resists even on supports with
high alkalinity and on surfaces both indoors and outdoors. Does not
alter the natural colour of the material. The product penetrates and
settles in the microporosities of the material causing the effect of
water repellency, without affecting the breathability of the stone.
WATER BASE

	GRANITE
MARBLE

NATURAL EFFECT

PLUS / ADVANTAGES
TECHNICAL CHARACTERISTICS

DOES NOT CREATE

Solvent based water repellent. Penetrates and settles in the microporosities
giving lasting protection

SURFACE FILM
PROTECTS THE MATERIAL
FROM THE ABSORPTION OF
WATER AND DIRT
AVOIDS THE PRESENCE OF

HOW TO APPLY IT

UNTREATED

MOISTURE IN THE MATERIAL
PREVENTS THE FORMATION

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Applied by paintbrush, spraying
with airless pump on the outside
with a cloth or sponge.

Applied by paintbrush, spraying
with a pump on the outside with
a cloth or sponge.

DOES NOT YELLOW OUTDOORS

Mode

Mode

HAS BEEN TESTED WITH

Apply pure on completely dry and
clean surfaces, using a paintbrush,
cloth, sponge or spraying with
an airless pump. For best results,
repeat the operation after at least
15 minutes after the first application,
applying wet on wet, making sure
to evenly apply the amount that the
material naturally absorbs. Avoid
direct sunlight on the surface. If it
is applied on little porous media in
excess a sticky residue is created to
be removed from the surface with
a cloth or a clean sponge after a
few seconds of application. Desired
protection is reached 24 hours after
treatment. After application, do not
step on the surface, for 4-6 hours.

Applied by paintbrush, spraying,
with a cloth or sponge.

Q-SUN INSTRUMENTATION

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
material on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

TREATED

SEAWEED

MOLD

LICHENS

Untreated

UV RESISTANT AND
PERSISTENT RAIN

IT IS ANTI EFFLORESCENCE
DOES NOT ALTER THE
COLOR OF THE MATERIAL
DOES NOT AFFECT THE BREATHABILITY OF THE MATERIAL

YIELD/DILUTION
TECHNICAL DATA
Density at 25 °C gr/ml

0.780

Appearance

opalescent
liquid

Colour

transparent/
opalescent

The consumption depends greatly on
the porosity of the material.
1L of product
POROUS MATERIALS

20 m2

LITTLE POROUS MATE40 m2
RIALS (TRANSPARENCIES)

Treated

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 24 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

OF MOULD, MOSS ETC

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.
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access
multimedia
contributions
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SOLVENT BASED
WATER
REPELLENT

WHERE TO APPLY IT
	MARBLE
glossy crystalline marbles
(carrara, thassos, trani,
botticino, marfil)

Provides excellent water repellency, resists even on surfaces both
indoors and outdoors. The product penetrates and is fixed in
the microporosities of the material causing the effect of water
repellency, without affecting the breathability of the stone.
SOLVENT BASE

GRANITE
	AGGLOMERATIONS

NATURAL EFFECT

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

Solvent based water repellent. Penetrates and settles in the microporosities
giving lasting protection.

DOES NOT CREATE
SURFACE FILM
PROTECTS THE MATERIAL
FROM THE ABSORPTION
OF WATER AND DIRT
AVOIDS THE PRESENCE

HOW TO APPLY IT

UNTREATED

OF MOISTURE IN THE

PROFESSIONAL USE

Tools

Applied by paintbrush, spraying
with airless pump on the outside
with a cloth or sponge.

Applied by paintbrush, spraying,
with a cloth or sponge.

RESISTS PERSISTENT RAIN

Mode

Mode

DOES NOT YELLOW

Applied by paintbrush, spraying
with an outdoor pump, with a
cloth or sponge.

MATERIAL

TECHNICAL DATA

YIELD/DILUTION

Density at 25 °C gr/ml

0.800

Appearance

opalescent
liquid

Colour

transparent/
opalescent

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

OUTDOOR
IS ANTI EFFLORESCENCE
BREATHABILITY OF THE

WARNINGS

Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 24 months.
Close carefully the packaging after
use.

OF MOULD, MOSS ETC

DOES NOT AFFECT THE

PACKAGING
HOW TO STORE IT

MATERIAL
PREVENTS THE FORMATION

Tools

Apply pure on completely
dry and clean surfaces, using
a paintbrush, cloth, sponge
or spraying with an airless
pump. Repeat the operation
after 15 minutes from the first
application, applying wet on wet
avoiding direct sunlight on the
surface. After application, do
not step on the surface, for 4-6
hours.

TREATED

NON-PROFESSIONAL USE

The consumption depends greatly on
the porosity of the material.
1L of product
POROUS MATERIALS

LITTLE POROUS MATE40 m2
RIALS (TRANSPARENCIES)

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

20 m2

Scans to
access
multimedia
contributions

MADE in ITALY

T E N AX . I T

SKUDO UNIVERSAL PLUS

EN

REV 10/2017

STAIN PROTECTION WATER-OIL
REPELLENT, WATER BASED,
IDEAL FOR COMPACT MATERIALS
Gives an excellent stain protection without changing the appearance
of the material and not altering its natural breathability.
WATER BASE

WHERE TO APPLY IT
MARBLE
GRANITE
	STONES
in all finishes
	PORCELAIN GRES
in all finishes
CEMENT

NATURAL EFFECT

TECHNICAL CHARACTERISTICS
Water-oil repellent, water-based stain protection. It has a high capacity of
penetration into more compact material that allows excellent protection
in depth. Penetrates and settles in the microporosities of the material
protecting it from any kind of dirt, without altering the natural breathable
of the material.

PLUS / ADVANTAGES
HIGH PENETRATION POWER
IDEAL ON SHINY AND
COMPACT MATERIALS
DRIES QUICKLY
LOW VOC EMISSION

HOW TO APPLY IT

UNTREATED

TREATED

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Laying with fleece and paintbrush,
airless pump. For large areas, the use
of a single brush machine helps the
absorption and distribution of the
treatment. Remove excess product
not absorbed, with clean sponge,
cloth or absorbent paper.

Laying with cloth or fleece.

Mode

Untreated

Treated

Mode
Using a cloth, the product is
distributed pure manually. With
a fleece, proceed backwards
towards the exit from the room.
For operations to follow see
above.

Appearance

yellowish/
transparent
liquid

Colour

yellowish/
transparent

MARBLE AND GRANITE

PORCELAIN GRES

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances:

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

35-50 m2

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

30-35 m2

GLOSSY POLISHED STONE 20-30 m2

LEGISLATION

Tenax is an ordinary member of the
Green Building Council Italy.

1.0

YIELD/DILUTION

WARNINGS

Tenax is Iso
9001:2008 certified.

TECHNICAL DATA
Density at 25 °C gr/cm3

1L of product

PACKAGING
HOW TO STORE IT

NON-COMPLETELY DRY
SURFACES

To be applied pure on a clean and
preferably dry surface or with
residual moisture. Use a brush, cloth,
sponge, outside you can spray the
solution with airless pump. Remove
the residue with a clean cloth or
clean absorbent paper. Repeat
completely the operation after 15
minutes from the first application.
On gres porcelain: apply a coat of
product, let it absorb for up to 5
minutes, without leaving the residue
dry and finally remove excess. After
application, do not step on the
surface, for 4-6 hours.

Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

ALLOWS APPLICATION ON

Scans to
access
multimedia
contributions

MADE in ITALY

T E N AX . I T

SKUDO UNIVERSAL

EN

REV 10/2017

WATER-BASED
STAIN PROTECTION,
IDEAL FOR POROUS MATERIALS

WHERE TO APPLY IT
	NATURAL STONE
polished, brushed,
flamed, rough

It is a water-based stain protection. It is recommended primarily for
kitchen tops and for all surfaces that may come into contact with
foodstuffs since the product fulfils EC Regulation 1935/2004 for
food contact (Report no. 3882).

	MARBLES
polished, brushed,
flamed, rough
	GRANITES
polished, brushed,
flamed, rough
	CEMENT

WATER BASE

APPROVED
FOR FOOD CONTACT

NATURAL EFFECT

TECHNICAL CHARACTERISTICS

COTTO
	AGGLOMERATIONS
sanded, flamed,
brushed, rough

SKUDO UNIVERSAL water based anti-stain penetrates and settles in the
microporosities of the material generating the effect of hydro-oil repellency
without altering the natural breathability of the stone.

PLUS / ADVANTAGES
HOW TO APPLY IT

UNTREATED

IDEAL BOTH INDOOR AND

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Laying with fleece and paintbrush,
airless pump. For large areas, the use
of a single brush machine helps the
absorption and distribution of the
treatment. Remove excess product
not absorbed, with clean sponge,
cloth or absorbent paper.

Laying with a cloth or a fleece.

Mode
To be applied pure on a clean and
preferably dry surface or with
residual moisture. Use a paintbrush,
cloth, sponge, outside it is possible
to use the spray application.
Remove the residue with a clean
cloth or clean absorbent paper.
Repeat completely the operation
after 15 minutes from the first
application. After application, do
not step on the surface, for 4-6
hours.

TREATED

EXCELLENT PERFORMANCE

Using a cloth, the product is
distributed pure manually. With
a fleece, proceed backwards
towards the exit from the room.
For operations to follow see
above.

IT IS COMPLETELY FREE
FROM ORGANIC SOLVENTS
PRODUCT CERTIFIED FOR

NON-COMPLETELY DRY
SURFACES

TECHNICAL DATA
Density at 25 °C gr/cm3

1.0

Appearance

yellowish/
transparent
liquid

Colour

yellowish/
transparent

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

Tenax is an ordinary member of the
Green Building Council Italy.

COLOUR OF THE MATERIAL

FOOD CONTACT

LEGISLATION

Tenax is Iso
9001:2008 certified.

ALTER THE NATURAL

ALLOWS APPLICATION ON

WARNINGS

HOW TO STORE IT

IN POROUS MATERIALS
THE PRODUCT DOES NOT

Mode

PACKAGING

Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

OUTDOOR

YIELD/DILUTION
1L of product
POROUS STONE

15-30 m2

VERY POROUS STONE

10-15 m2

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

Scans to
access
multimedia
contributions

MADE in ITALY

T E N AX . I T

PROSEAL

EN

REV 10/2017

SOLVENT BASED
STAIN RESISTANT
PROTECTOR

WHERE TO APPLY IT
NATURAL STONE
MARBLES
GRANITES
COTTO

Anti-stain protector suitable for protecting in depth granite marble,
limestone, sandstone and terracotta for indoor and outdoor use. It is
generally recommended for quartz-based materials and materials with
mixed presence of silicates and carbonates. Great on handmade terracotta.
SOLVENT BASE

NATURAL EFFECT

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

Water-oil repellent, water-based stain protection. It has a high capacity of
penetration into more compact material that allows excellent protection
in depth. Penetrates and settles in the microporosities of the material
protecting it from any kind of dirt, without altering the natural breathable
of the material

GREAT ANTI-STAIN
PROTECTOR ON STONE
MATERIALS WITH GLOSSY
FINISH
NOT COLOUR ENHANCING
RESISTS TO TRAFFIC AND

HOW TO APPLY IT

UNTREATED

OUTDOOR WEATHERING

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Applied by paintbrush, spraying,
with a cloth or sponge.

Applied by paintbrush, spraying,
with a cloth or sponge.

Mode

Mode

To be applied pure on completely
dry and clean surfaces, using
a paintbrush, cloth, sponge or
spraying with an airless pump for
outdoor. Apply the amount that the
material naturally absorbs evenly.
If it is applied in excess a sticky
residue is created to be removed
from the surface with a cloth or
clean absorbent paper. Repeat the
operation after 15 minutes from the
first application, applying wet on
wet avoiding direct sunlight on the
surface. After application, do not
step on the surface, for 24 hours.

Using a cloth, the product is
distributed pure manually. With
a fleece, proceed backwards
towards the exit from the room.

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

TREATED

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 24 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

FOR LONG
GREAT FOR BOTH INDOOR
AND OUTDOOR

TECHNICAL DATA
Density at 25 °C gr/cm3

0.805

Appearance

opalescent
liquid

Colour

colourless

YIELD/DILUTION
1L of product

depending on the finish and the
porosity of the material

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

20-30 m2

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

Scans to
access
multimedia
contributions
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AGER

EN

REV 10/2017

COLOUR-ENHANCING PRODUCT,
REVITALIZER, ANTI-STAIN,
OIL AND WATER REPELLENT

WHERE TO APPLY IT
MARBLES
GRANITE

Enhances and revitalizes the colour and the natural grain of the material,
it also protects from the absorption of staining oily, colourful and
aqueous substances. It also gives an anti-graffiti protection
SOLVENT BASE

REVITALIZING

	NATURAL STONE
limestone, travertine, rosso
verona, sandstone
AGGLOMERATIONS

ANTI-GRAFFITI

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

Solvent based product of depth that protects and enhances the natural
grain of the material.

IT GIVES TONE AND BEAUTY
TO MATERIALS
ANTI-STAIN; PROTECTS
AGAINST ATMOSPHERIC
AGENTS
DOES NOT YELLOW

HOW TO APPLY IT

UNTREATED

IT IS UV RESISTANT

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Applied by paintbrush, with a cloth
or sponge.

Laying with a cloth or a fleece.

Mode

Using a cloth, the product is
distributed pure manually. With
a fleece, proceed backwards
towards the exit from the room.
For operations to follow see
above.

To be applied pure on completely
dry and clean surfaces, using a
paintbrush, cloth, sponge. For
best results, on most absorbent
surfaces, apply wet on wet, making
sure to apply the amount that the
material naturally absorbs evenly,
avoiding the direct sunlight and the
temperature of the material above
30 degrees. If applied in excess, a
sticky surface film is created. After
a few seconds after application,
remove the product in excess
not absorbed, with a clean cloth
or sponge. Desired protection is
reached 24 hours after treatment.
After application, do not step on
the surface, for 4-6 hours.

TREATED

TECHNICAL DATA

Mode

LEGISLATION

0,25-1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
material on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

0.95

Appearance

opalescent
liquid

Colour

colourless

YIELD/DILUTION
20-35 m2

Polished Marble and granite 30-50 m2

WARNINGS

HOW TO STORE IT

Density at 25 °C gr/cm3

Honed stone and Marble

PACKAGING

Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 24 months.
Close carefully the packaging after
use.

ANTI-GRAFFITI

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.
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multimedia
contributions
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REVITALIZING ANTI-STAIN
PROTECTION TREATMENT

WHERE TO APPLY IT
	NATURAL STONES
glossy, polished, rough
	MARBLE
glossy, polished, rough

It is used for the treatment of marble and glossy granites, to boost
the colour and brilliance of the material, enhancing the treatment of
the materials.
SOLVENT BASE

	GRANITE
glossy, polished, rough

REVITALIZING

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

Solvent-based penetrating product, with marked colour-enhancing features

PROTECTS THE SURFACES
FROM STAINS OF ANY ORIGIN
THE HIGH PENETRATION
ENHANCES THE NATURAL
GRAINS OF THE MATERIAL
IMPORTANT RESISTANCE TO
TRAFFIC

HOW TO APPLY IT

UNTREATED

PROFESSIONAL USE
Tools

is reached 24 hours after treatment.
After application, do not step on the
surface, for 12 hours.

Applied by paintbrush, using a cloth,
sponge and wax spreader fleece and
single brush machine.

NON-PROFESSIONAL USE

Mode

Tools

To be applied pure on completely
dry and clean surfaces, using a
paintbrush, cloth, sponge and wax
spreading fleece. For best results,
on most absorbent surfaces, apply
wet on wet, making sure to apply the
amount that the material naturally
absorbs evenly, avoiding the direct
sunlight and the temperature of
the material above 30 degrees. If
applied in excess, a sticky surface
film is created which can be easily
removed. After 4-5 minutes from the
application, remove the product in
excess not absorbed, with a clean
cloth or sponge; for large surfaces,
use a single brush machine equipped
with suitable disc. Desired protection

Paintbrush, cloth, sponge and
wax spreading fleece.

PACKAGING

WARNINGS

LEGISLATION

0,25-1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
material on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

TREATED

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 24 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

Mode
Using a cloth, the product is
distributed pure manually. With
a fleece, proceed backwards
towards the exit from the room.

IDEAL FOR
LARGE SURFACES
EASY TO APPLY

TECHNICAL DATA
Density at 25 °C gr/cm3

0.878

Appearance

Liquid

Colour

opalescent

YIELD/DILUTION
1L of product

~30-40 m2

The consumption depends greatly on
the porosity of the material.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.
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REV 10/2017

WET EFFECT AND WATER-OIL
REPELLENT PRODUCT.
WATER-BASED

WHERE TO APPLY IT
MARBLE
GRANITE
NATURAL STONES
CEMENT AGGLOMERATION

Revitalizing water-based treatment. It is suitable for the treatment of
marbles, travertines, stones, granites and agglomerations.

WATER BASE

REVITALIZING

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

Revitalizing water-based treatment. It is advisable to apply the product on
dry surfaces or with residual moisture.

EXCELLENT PROPERTIES
OF WATER AND OIL
REPELLENCY
IT IS A COLOUR
ENHANCER IN DEPTH
DOES NOT LEAVE ANY FILM
ON THE SURFACE

HOW TO APPLY IT

UNTREATED

PROFESSIONAL USE

TREATED

NON-PROFESSIONAL USE

GIVES A PERMANENT WET
EFFECT

Tools

Tools

CONTAINS NO SOLVENTS

Brush with a cloth, sponge or fleece,
single brush machine.

Paintbrush, cloth, sponge and
wax spreading fleece.

DOES NOT EMIT UNPLEASANT

Mode

Mode

To be applied pure on a clean and
preferably dry surface or with
residual moisture. Use a paintbrush,
cloth, sponge, outside it is possible
to use the spray application. Remove
the residue with a clean cloth or
absorbent paper or a single brush
machine with soft disk. Repeat
completely the operation after 15
minutes from the first application.
After application, do not step on the
surface, for 8 hours.

Using a cloth, the product is
distributed pure manually. With
a fleece, proceed backwards
towards the exit from the room.
For operations to follow see
above.

VAPOURS
IDEAL FOR INDOOR

TECHNICAL DATA
Density at 25 °C gr/cm3

1,0

Appearance

liquido

Colour

milk white

YIELD/DILUTION
1 litre of product

~20-30 m2

The consumption depends greatly on
the porosity of the material.

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
material on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

Scans to
access
multimedia
contributions
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DESCALING DETERGENT,
WATER BASED,
SPECIFIC FOR QUARTZ SURFACES

WHERE TO APPLY IT
	QUARTZ AGGLOMERATED
glossy, polished, brushed

Suitable for removing dirt and lime deposits from surfaces in quartz
agglomerated.
WATER BASE

EXTRAORDINARY
MAINTENANCE

ACID

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

The product is pleasantly scented and coloured. Concentrated product to
be diluted in water. Does not contain hydrochloric acid.

EFFECTIVE AND QUICK FOR
EXTRAORDINARY CLEANING
OPERATIONS
VERY GOOD EVEN IN THE
PRESENCE OF ORGANIC DIRT

HOW TO APPLY IT

BEFORE

TECHNICAL DATA

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Applied by paintbrush, with a cloth
or sponge.

Applied by paintbrush, with a cloth
or sponge.

Mode

Mode

Remove coarse dirt from the surface
that may be present. Apply the
diluted product on the surface,
using a paintbrush or a sponge;
leave on for a variable period (at
least 2-3 minutes) depending on the
layer of dirt to be removed; After
a maximum of 30 minutes, rinse
with water. In case of very resistant
dirt repeat the treatment in the
same way. For large surfaces, use a
cleaning machine (single brush or
scrubber).

Remove coarse dirt from the surface
that may be present. Apply the
diluted product on the surface, using
a paintbrush or a sponge; leave on
for a variable period (at least 2-3
minutes) depending on the layer of
dirt to be removed; after a maximum
of 30 minutes, rinse with water. In
case of very resistant dirt repeat the
treatment in the same way. For large
surfaces, use a cleaning machine
(single brush or scrubber).

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid contact
with skin and eyes. Do not mix with other
substances. If the surface is treated for the first
time it is advisable to assess the effect and
the sealing of the material on a sample or a
hidden corner. do not use in conjunction with
detergents that contain bleach. Do not use on
marble and other acid-sensitive surfaces, it may
cause corrosion and irreversible opacity. With a
test, determine the sealing of the material, the
duration of the application and the optimum
concentration to obtain the required result.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

AFTER

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

Density at 25 °C gr/cm3

1,140

Appearance

Liquid

Colour

Red

Smell

Scented
2

pH 2, acid

YIELD/DILUTION
Light dirt: dilution from 1:100 to 1:30
(10/30 g in 1 litre of water)
Intermediate dirt: dilution from 1:30 to
1:15 (30/60 g in 1 litre of water)
Yield: 60 to 280 m2/L of product
After checking on a small portion of
the surface, the product can be applied
pure.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

Scans to
access
multimedia
contributions

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.
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WATER-BASED ANTI-STAIN
PROTECTION
FOR QUARTZ SURFACES

WHERE TO APPLY IT
	QUARTZ AGGLOMERATED
glossy, polished, brushed

Specific water-based product to obtain an anti-stain protection of
surfaces in quartz agglomerated. It is recommended primarily for
kitchen tops and for all surfaces that may come into contact with
foodstuffs since the product fulfils EC Regulation 1935/2004 for
food contact (Sample report no. 16-3953-001).

APPROVED FOR FOOD
CONTACT

NATURAL EFFECT

WATER BASE

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

Water based product, ready for use. Dilution is not required.

APPROVED FOR FOOD
CONTACT
EASY TO APPLY
DOES NOT CREATE SURFACE

HOW TO APPLY IT

UNTREATED

FILM

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Applied by paintbrush, with a cloth
or sponge.

Applied by paintbrush, with a cloth
or sponge.

Mode

Mode

Product ready to use. Dilution is
not required. Apply the product
on the dry and clean surface using
a clean cloth and making circular
movements; let it absorb for 1-5
minutes and finally, before the
surface is dry, remove any product
in excess not absorbed. With
temperatures around 30° C you
will have a quick-drying, in about a
minute. It is advisable to check the
effect of the treatment on a sample
or a hidden corner.

Product ready to use. Dilution is
not required. Apply the product
on the dry and clean surface using
a clean cloth and making circular
movements; let it absorb for 1-5
minutes and finally, before the
surface is dry, remove any product
in excess not absorbed. With
temperatures around 30° C you
will have a quick-drying, in about a
minute. It is advisable to check the
effect of the treatment on a sample
or a hidden corner.

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
material on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

TREATED

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

BLOCKS THE ABSORPTION
OF DIRT AND STAINING
LIQUIDS

TECHNICAL DATA
Density at 25 °C gr/cm3

0.980

Appearance

liquid

Colour

yellow-red

YIELD/DILUTION
1 litre of product

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

40-75 m2

Scans to
access
multimedia
contributions

MADE in ITALY

T E N AX . I T

QUARTZ TONER

EN

REV 10/2017

REVITALIZING ANTI-STAIN
PROTECTION TREATMENT
FOR AGGLOMERATED

WHERE TO APPLY IT
	QUARTZ AGGLOMERATED
glossy, polished, sanded, brushed,
flamed, rough

Stain protection and revitalizing treatment to be applied on
agglomerations, for small and large surfaces. It is recommended
primarily for kitchen tops and for all surfaces that may come into
contact with foodstuffs since the product fulfils EC Regulation
1935/2004 for food contact (Report no. 3882).

SOLVENT BASE

APPROVED FOR FOOD
CONTACT

REVITALIZING

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

Solvent based product, ready for use. Dilution is not required.

UNIVERSAL POSSIBILITIES OF
APPLICATION ON DIFFERENT
FINISHES
EASY TO APPLY

HOW TO APPLY IT

UNTREATED

LASTING ANTI-STAIN

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Paintbrush, with a cloth or sponge,
single brush machine.

Paintbrush, with a cloth or sponge.

Mode

The product can be applied by
paintbrush, spraying, with a cloth
or preferably with a sponge making
sure to apply the amount that the
material naturally absorbs evenly.
A few seconds after application,
remove from the surface the
QUARTZ TONER in excess with
a clean cloth or by using a single
brush machine to prevent the
formation of surface sticky films. For
best results repeat the treatment
after about 10-15 minutes from the
first application. In case of floors,
wait at least 24 hours before walking
on the floor.

The product can be applied by
paintbrush, spraying, with a cloth
or preferably with a sponge making
sure to apply the amount that the
material naturally absorbs evenly.
A few seconds after application,
remove from the surface the
QUARTZ TONER in excess with
a clean cloth or by using a single
brush machine to prevent the
formation of surface sticky films. For
best results repeat the treatment
after about 10-15 minutes from the
first application. In case of floors,
wait at least 24 hours before walking
on the floor.

TREATED

IT RAISES THE TONE AND

Mode

PACKAGING

WARNINGS

LEGISLATION

1-5-10-20-200 litres.

Keep out of reach of children. Avoid
contact with skin and eyes. Do not mix
with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
material on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 24 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

PROTECTION
COLOUR OF THE MATERIALS
APPROVED FOR FOOD
CONTACT

TECHNICAL DATA
Density at 25 °C gr/cm3

0,88

Appearance

opalescent
liquid

YIELD/DILUTION
1 litre of product

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

~20-30 m2

Scans to
access
multimedia
contributions

MADE in ITALY

T E N AX . I T

KRISTALL - T

EN

REV 10/2017

CRYSTALLIZER
FOR MARBLE
AND LIMESTONE

WHERE TO APPLY IT
MARBLE
LIMESTONE

Restores the natural brilliance of worn surfaces and is ideal for
limestone-like floors like marbles, travertine and agglomerations
like grit and palladiana. Suitable for the professional treatments,
KRISTALL-T makes it possible to recover the lost brilliance quickly
and easily.
WATER BASE

ACID

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

The product is coloured Concentrated product ready for use, to be used
with a sprayer Do not dilute in water.

LONG RESISTANCE TO
WALKING AND DAILY
TRAFFIC
QUICK AND EASY
APPLICATION

HOW TO APPLY IT

BEFORE

PRODUCT WITH HIGH

PROFESSIONAL USE
Tools
Single brush machine (45-50 weight
kg) at low speed (150-170 rpm)
equipped with steel wool disk.
Mode
Product ready to use. Shake before
use and use in a sprayer. To obtain a
good result it is necessary to clean
thoroughly the floor. Remove any
impurities and residues of previous
treatments. In general, this operation
is possible on flat surfaces, where
it is possible to work with a single
brush machine and appropriate disk/
steel wool. When the surface is clean
and dry spray KRISTALL-T in small
quantities on an area of maximum
2 meters. Immediately after employ
the single brush machine at low
speed equipped with steel wool
disk and by distributing the product
on the surface. Continue with the
operation, increasing the number

AFTER

of revs (maximum 400 rpm), until
reaching the glossy surface. In the
end dry polish with single brush
machine equipped with soft white
disk in microfiber or white felt. It is
possible to carry out an anti-stain
treatment after about 12 hours, to
make the surface protected.

Apply at room temperature. For indoor.
Avoid too cold or too hot. The product is
very acidic. Avoid stagnation and forgotten
drops on the surface. Use only on limestone.
Do not use on granite and quartzite.
Avoid contact with metal parts, wood and
ceramics. Keep out of reach of children.
Avoid contact with skin and eyes. Do not
mix with other substances: If the surface is
treated for the first time it is advisable to
assess the effect and the adherence of the
material on a sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

Tenax is AEO certified at the
Customs Agency.

pinkish
liquid

YIELD/DILUTION

1-5 litres.

Tenax is an ordinary member of the
Green Building Council Italy.

Appearance

1 litre of product

LEGISLATION

Tenax is Iso
9001:2008 certified.

1,1

2-3

WARNINGS

HOW TO STORE IT

TECHNICAL DATA
Density at 25 °C gr/cm3

pH 2-3, acid

PACKAGING

Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

COVERAGE

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

~40-60 m2

Scans to
access
multimedia
contributions

MADE in ITALY
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ANTISLIP

EN

REV 10/2017

ANTISLIP
WATER BASED
TREATMENT

WHERE TO APPLY IT
MARBLE
GRANITE
CERAMICS

ANTISLIP is a non-slip treatment, which helps to increase the
coefficient of dynamic friction of surfaces that can be treated. The
product is easy to use and with very short execution times.

WATER BASE

ACID

EXTRAORDINARY
MAINTENANCE

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

The product is water based and is colourless. Acid product, ready for use,
to be used carefully and professionally.

THE TREATMENT HELPS MAKE
A SURFACE NON SLIPPERY
LONG RESISTANCE TO
WALKING AND DAILY
TRAFFIC
UV RESISTANT

HOW TO APPLY IT

PRODUCT WITH HIGH

PROFESSIONAL USE

COVERAGE

Tools
Applied by paintbrush, using a cloth,
sponge and wax spreading fleece.

TECHNICAL DATA

Mode

Density at 25 °C gr/cm3

1,0

Spread the product evenly with a
cloth or a paintbrush on the clean
and dry surface to treat. Leave the
treatment on for several minutes
and then rinse thoroughly with
clean water. If you do not obtain the
desired result, repeat the application
a second time. The product is acidic
and could cause a gloss decrease,
so when a surface is treated for the
first time it is advisable to evaluate
its effect on a sample or a hidden
corner and proper contact time.
Close the container after use.

Appearance

clear liquid

1,5-2,5
pH 1,5-2,5, acid

YIELD/DILUTION
Depending on the porosity
of the material
1 litre of product

PACKAGING

WARNINGS

LEGISLATION

1-5 litres.

Keep out of reach of children. Avoid contact
with skin and eyes. Do not mix with other
substances: If the surface is treated for the
first time it is recommended to assess the
effect and the adherence of the material on a
sample or a hidden corner.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Tenax is AEO certified at the
Customs Agency.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

30-40 m2

Scans to
access
multimedia
contributions
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BRIOTOP

EN

REV 10/2017

WATER-BASED CLEANER,
READY-TO-USE DETERGENT
FOR ALL SURFACES

WHERE TO APPLY IT
ALL SURFACES

Alcohol-based universal cleaner for all surfaces. Comfortable and
practical to use, BRIO is particularly suitable for daily cleaning of all
surfaces.

ORDINARY
MAINTENANCE

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

The product is colourless. Concentrated product ready for use, to be used
with a sprayer

COMFORTABLE AND
PRACTICAL
USE WITHOUT RINSING
IT DOES NOT LEAVE HALOS
QUICK DRYING

HOW TO APPLY IT
PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

A clean and dry cloth. After use.

A clean and dry cloth. After use.

Mode

Mode

Place the nebulizer on ON. Spray,
leave on for a few minutes and wipe
with a clean and dry cloth. After use
place the nebulizer on OFF.

Place the nebulizer on ON. Spray,
leave on for a few minutes and wipe
with a clean and dry cloth. After use
place the nebulizer on OFF.

PACKAGING

WARNINGS

LEGISLATION

0,75-1-5-10-20-200 litres.

Keep out of reach of children. Avoid contact
with skin and eyes. Do not mix with other
substances.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
Under normal conditions of use and
work, the product stored properly
away from heat, moisture and direct
sunlight is guaranteed 12 months.
Close carefully the packaging after
use.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

TECHNICAL DATA
Density at 25 °C gr/cm3

1,0

Appearance

colourless
liquid
7

pH 7, neutral

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

Scans to
access
multimedia
contributions

MADE in ITALY

T E N AX . I T

TOPFILL A/Q+B25B

EN

REV 10/2017

TRANSPARENT TWO-COMPONENT,
THIXOTROPIC EPOXY GLUE
DOSAGE 4+1

WHERE TO APPLY IT
ALL HARD SURFACES

To stick, repair and join marbles, granites, agglomerations and
ceramics. Outdoor and indoor.
SOLID

LOW
YELLOWING

TRANSPARENT

PLUS / ADVANTAGES

TECHNICAL CHARACTERISTICS
Thixotropic transparent glue, easy to apply and dose. Excellent adhesion
even on moisture. Low yellowing under sun light Excellent hardness and
good reactions to cold.

EASY TO DOSE
EASY TO APPLY
VERY TRANSPARENT
GREAT ADHESION
LOW CAPACITY TO WET

TECHNICAL DATA

HOW TO APPLY IT
PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Use a kitchen scale or a technical
scale. Steel spatulas. A palette
surface to weigh and mix the two
parts. Use shards of flat stone or
common stiff cardboard.

Use a kitchen scale or a technical
scale. Steel spatulas. A palette
surface to weigh and mix the two
parts. Use shards of flat stone or
common stiff cardboard.

Mode

Mode

Withdraw the quantities A and
B from the containers. Dose the
weight of the two parts A+B, 4+1.
Mix and apply. For cleaning use
non fatty solvents like acetates or
acetone.

Withdraw the quantities A and
B from the containers. Dose the
weight of the two parts A+B, 4+1.
Mix and apply. For cleaning use
non fatty solvents like acetates or
acetone.

PACKAGING

WARNINGS

LEGISLATION

1,25 kg.

Keep out of reach of children. Avoid contact
with skin and eyes. Do not mix with other
substances.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
12 months between 20-25° C, in the
original packagings and far from
heat sources, light and moisture.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Pot life at 25°C

60-70 min

Touch dry or dust free
drying at 25° C

3 hrs 30 mn

Polishing time at 25°C

24hrs

Minimum application
temperature

+10 °C

YIELD/DILUTION
Product ready to use. Do not dilute. Paste colours can be added to obtain the
colours you want, follow the directions
of the TDS.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

MADE in ITALY

T E N AX . I T

TOPFILL A-Q + TOPFILL B50B

EN

REV 10/2017

TRANSPARENT TWO-COMPONENT,
THIXOTROPIC EPOXY GLUE
DOSAGE 2+1

WHERE TO APPLY IT
ALL HARD SURFACES

To stick, repair and join marbles, granites, agglomerations and
ceramics. Outdoor and indoor.
SOLID

LOW
YELLOWING

TRANSPARENT

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

Thixotropic transparent glue, easy to apply and dose. Great adhesion. Good
hardness. Good stability to sunlight.

VERY EASY TO DOSE
EASY TO APPLY

HOW TO APPLY IT

TECHNICAL DATA

PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Use a kitchen scale or a technical
scale. Steel spatulas. A palette
surface to weigh and mix the two
parts. Use shards of flat stone or
common stiff cardboard.

Use a kitchen scale or a technical
scale. Steel spatulas. A palette
surface to weigh and mix the two
parts. Use shards of flat stone or
common stiff cardboard.

Mode

Mode

Withdraw the quantities A and
B from the containers. Dose the
weight of the two parts A+B, 2+1.
mix and apply. for cleaning use
non fatty solvents like acetates or
acetone.

Withdraw the quantities A and
B from the containers. Dose the
weight of the two parts A+B, 2+1.
mix and apply. for cleaning use
non fatty solvents like acetates or
acetone.

PACKAGING

WARNINGS

LEGISLATION

1,50 kg.

Keep out of reach of children. Avoid contact
with skin and eyes. Do not mix with other
substances.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
12 months between 20-25° C, in the
original packagings and far from
heat sources, light and moisture.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

Pot life at 25°C

40-45 min

Touch dry or dust free
drying at 25° C

3 hrs 30 mn

Polishing time at 25°C

24hrs

Minimum application
temperature

+15 °C

YIELD/DILUTION
Product ready to use. Do not dilute. Paste colours can be added to obtain the
colours you want, follow the directions
of the TDS.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

Scans to
access
multimedia
contributions

MADE in ITALY

T E N AX . I T

COLLA GLAXS BM + IND-GLAXS 70

EN

REV 10/2017

TRANSPARENT TWO-COMPONENT GLUE
OF NEW GENERATION WITH ZERO
YELLOWING

WHERE TO APPLY IT
ALL HARD SURFACES

To stick, repair and join marbles, granites, agglomerations and
ceramics. Outdoor and indoor.
SOLID

TECHNICAL CHARACTERISTICS

PLUS / ADVANTAGES

Glue ideal for white porous materials where you don't want to cause halos
in the joints Yellowing under sun light Zero Voc Labeling with extremely
little impact on operators and transport. Ideal for LEED projects.

NEW GENERATION GLUE
WITH ZERO YELLOWING
HARDENS EVEN AT VERY
LOW TEMPERATURES
+1/+2° C
ZERO VOC
EASY TO SHIP BY AIR

HOW TO APPLY IT
PROFESSIONAL USE

NON-PROFESSIONAL USE

Tools

Tools

Use a kitchen scale or a technical
scale. Plastic or stainless steel
spatulas. Avoid rust. A palette
surface to weigh and mix the two
parts. Use shards of flat stone or
common stiff cardboard as a palette.

Use a kitchen scale or a technical
scale. Plastic or stainless steel
spatulas. Avoid rust. A palette
surface to weigh and mix the two
parts. Use shards of flat stone or
common stiff cardboard as a palette.

Mode

Mode

Withdraw the quantities A and
B from the containers. Dose the
weight of the two parts A+B,
100+70. mix and apply. for cleaning
use non fatty solvents like acetates
or acetone.

Withdraw the quantities A and
B from the containers. Dose the
weight of the two parts A+B,
100+70. mix and apply. for cleaning
use non fatty solvents like acetates
or acetone.

PACKAGING

WARNINGS

LEGISLATION

1 kg.

Keep out of reach of children. Avoid contact
with skin and eyes. Do not mix with other
substances.

Before use please read the
instructions on the safety data sheet
and the following notes on the cans.

HOW TO STORE IT
12 months between 20-25° C, in the
original packagings and far from
heat sources, light and moisture.

Tenax is Iso
9001:2008 certified.

Tenax is an ordinary member of the
Green Building Council Italy.

TECHNICAL DATA
Pot life at 25°C

20-25 min

Touch dry or dust free
drying at 25° C

1h 15min

Polishing time at 25°C

24h

Minimum application
temperature

+1 °C

YIELD/DILUTION
Product ready to use. Do not dilute. Paste colours can be added to obtain the
colours you want, follow the directions
of the TDS.

Information contained in this data sheet is up-to-date and correct as at the date of
issue. As TENAX cannot control or anticipate the conditions under which this product
may be used, each user should review the information in specific context of the
planned use. TENAX will not be responsible for damages of any nature resulting from
the use or reliance upon the information contained in this data sheet. TENAX is not
responsible for incorrect use of the product.

CLOSE THE CONTAINER AFTER
USE.

Tenax is AEO certified at the
Customs Agency.

Tenax is a member of the Register Deo of Research Labs of the
Ministry of education, of the University and Research.

MADE in ITALY

T E N AX . I T

